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◆ MATERIAL:NYLON 6 
◆ COLOR:NATURAL    
◆ UNIT:㎜ 

     MOVEABLE BUSHING 

CHASSIS THICKNESS: T 
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PART NO A B L T PACKAGE 
KGA13-185 

1.3 5.0 185.0 0.8~ 1.2 500 
KGA13-260 260.0 

◆ MATERIAL:NYLON 6 (UL) 
◆ FLAME CLASS:94V-2 
◆ COLOR:NATURAL 
◆ UNIT:㎜ 

CHASSIS THICKNESS: T 

PART NO  
KGC-013-45 

PACKAGE 

KGC-013-70 70.0 
45.0  1.0~1.2 500 

A B L T 
1.3 5.0 

◆ COLOR:NATURAL 
◆ UNIT:㎜ 

KG-020 2.2 5.4 
KG-024 2.7 
KG-030  
KG-040 

3.3 6.1 
4.3 6.5 

1.8~2.2 
5.7 2.25~2.6 

2.85~3.25 
3.85~4.25 

PART NO A B T PACKAGE 
KG-010 1.1 5.2 0.9~1.1 
KG-012 1.3 5.4 1.1~1.3 
KG-016 1.7 5.4 1.45~1.75 

1.45~1.75 
   

KG-016S 
   KG-016C 

1.6 5.3 
1.7 5.4 1.45~1.75 10M B 

A 10M 

B 

A     10M A 

FOR KG-16S 

B 

10M 
FOR KG-016C 

    MOVEABLE BUSHING 
◆ MATERIAL:PE 

THICKESS: T 

◆ COLOR:NATURAL 
◆ UNIT:㎜ 
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   MOVEABLE BUSHING 
◆ MATERIAL:NYLON 66 (UL) 
◆ FLAME CLASS:94V-2/94V-0 

PART NO T PACKAGE 

CHASSIS THICKNESS: T 

L 

1 B 

A 
3.3 

0.6 

A B C L 
KG-006N 0.6 3.8 3.1 260.0 0.5~0.7 
KG-008N 0.8 3.8 3.1 260.0 0.7~0.9 
KG-010N 1.0 3.8 3.3 260.0 0.9~1.1 
KG-012N 1.2 3.8 3.5 260.0 1.1~1.3 
KG-014N 1.4 3.8 3.65 260.0 1.3~1.5 500 

★ KG-014N-290 1.4 3.8 3.65 290.0 1.3~1.5 
KG-016N 1.6 3.8 3.9 260.0 1.4~1.7 
KG-020N 2.0 3.8 4.3 260.0 1.8~2.0 
KG-030N 3.0 4.8 6.2 260.0 2.5~3.0 


