GONNECTOR=MANUFACTURERS

Contact Resistance: £0.03 Q Rated Load: 30V DC 0.3A

Insulation Resistance: > 100M Q Insertion and Extraction Force: 3N ~ 30N
Withstand Voltage: 500V, AC/minute Terminal Strength: > 20N

Temperature Range: -25°C ~ +70°C Life: > 5000 Cycles

R-313W

=
w I“I
| ; I
o S o s —0
~lw — 1 o
15 e
h—
b Naets
"
7 «-
6.7
PC.B LAYOUT
* {VIEWED FROM COPPER SIDE)
10.7
LS| 2.415
- R
o gl 2-2x3 | :
wof8| | %) 5/ &
o il T s
o~ ' \
B 3-41.3

P.C.B LAYOUT
{VIEWED FROM COPPER SIDE)

|/3;&5 1
AT =
vy e
]

42

P.C B LAYOUT
(VIEWED FROM COPFER SIDE)

Inglng]

T
&1
B3

I : :
7883 '|—‘ 25 P.C.BLAYOUT

= {VIEWED FROM COPPER SIDE)

T ki

R.Hs\® @CA Series

9.2

15 .
23x1.7 g -
ml o

|

&

= i £ ]
G-g1) D—O
P.C.B LAYOUT
17, [VIEWED FROM COPPER SIDE)

www.toptek-co.com info@toptek-co.com

T
175

AL
e
[T

Yl




