CONNECTORS:MANUFAGTURER

FPC/FFC 0.5mm ZIF SMT Type Side Entry

SPECIFICATION MATERIAL

Current Rate:0.4 AMP Insulator:Polyester,UL 94V-0
Insulation Resistance:500MS Min. Standard:LCP

Contact Resistance:20m& Max. Contact Pin:Copper Alloy

Dielectric Voltage:100V AC for one minute Contact Plating:Gold Flash all over
Operation Temperature:-55°C to +85°C
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O Part No..FPC4AMR1B-XX-U
(@) FPC/FFC 0.5mm ZIF Slim SMT Type Side Entry
: SPECIFICATION MATERIAL
: Current Rate:0.4 AMP Insulator:Polyester, UL 94V-0
- Insulation Resistance:500M¢ Min. Standard:Nylon 46

Contact Resistance:20m£) Max. Contact Pin:Copper Alloy
Dielectric Voltage:100V AC for one minute  Contact Plated:Tin Plated
Operation Temperature:-20°C to +85°C
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Part No.:FPC4AMRT1-XX-U

. T:Tin Plated N:lvery Insulator B:Bottom Contact T-Tube U:RoHS + Nylon 46
No. of Contacts " - T1
(For FPC4AMRT1 Only R-Tape & Reel {For FRC4AMRT1 Only)
G:Gold Plated U:Upper Contact FRCUANRTITR U:ROHS + LCP
For FPC4AMR1E Only) (For FPCAAMRT 1 Only) FPCAAMRIBIR oriy (Far FPC4AMR1B Only)

:Standard Recommended




